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-
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21 Gallon Air Operated Waste Oil Drainer

FEATURES:

 Suitable to drain waste oil from engines, gear
boxes and differentials of most vehicles
* Air operated oil drainer with center mounted
adjustable collecting bowl
¢ Adjustable collecting bowl height to work with
jack lift or similar mechanism
¢ Equipped with collecting bowl valve to inspect
drained oil before it enters the reservoir
¢ Self evacuating
¢ Warning: Do not use with corrosive or flammable products

SPECIFICATIONS:

Tank Capacity: 21 Gallon (80 Liter)
Collection Bowl Capacity: 5.2 Gallon (20 Liter)
Collection Bowl diameter: 16-1/2" (420mm)
Maximum Height: 76-3/8" (1940mm)
Minimum Height: 50-3/8" (1280mm)
Draining Hose Length: 1" x 79" (2m)

Max. Draining Pressure:  14psi (1 Bar)

Air Inlet Connection: 1/4" fitting or quick plug
Unit Dimensions: 25" x 15" x 45" (630 x 415 x 1160mm)
Net Weight: 61.7 Ibs. (28kg)

SALES AND MARKETING WAREHOUSE AND OPERATIONS
401 S.PARK AVENUE, SUITE B 372 OLD US HIGHWAY 52 SOUTH
MONTEBELLO, CA 90640 MT. AIRY, NC 27030
(800) 221-9705 (800) 221-9705
Phone: (323) 510-2950  Fax: (323) 887-1958 Phone: (336) 786-6432 » Fax: (336) 786-4992

E-mail : astrotools @astrotools.com
WEBSITE : www.astrotools.com



