
FEATURES:
• Very powerful, designed to be very light weight, nicely balanced 
  and very compact
• 3/8" impact wrench delivers one of the best power-to-weight rations 
  in its class
• Composite housing is extremely comfortable, very durable but is one of the
  lightest impact wrenches available
• Aluminum hammer case is reinforced with high tensile strength steel
• Special treated powder metal cylinder gives extra long service life
• Bias motor design provides maximum torque output in reverse
• Handle exhaust directs air away from the operator and work area
• Teasing trigger provides smooth variable speed control
• The power management indexing knob on the rear of the impact offers six
  power settings, three work in the forward positions and three work in the
  reverse direction
• Air Inlet Swivels 360 degrees

Working Torque Range:             90-260 ft. /lbs. (120-351Nm)
Max. Torque:                                300 ft. /lbs. (400Nm) in reverse
Blows Per Minuet:                       1,400
Free Speed:                                 12,500 rpm
Recommended Air Pressure:    90psi
Air Inlet:                                       1/4" NPT
Air Hose I.D. Size:                       3/8" (10mm)
Overall Length:                            6" (154mm)
Weight:                                         2.81 lbs. (1.28kg.)
Sound Pressure:                         95 dBA

SPECIFICATIONS:

Model # 1873

3/8" Composite Impact Wrench 

A
IR

 TO
O

L
S

 &
 A

C
C

E
S

S
O

R
IE

S

SALES AND MARKETING
401 S. PARK AVENUE

MONTEBELLO, CA 90640
(800) 221-9705

Phone: (323) 510-2950 • Fax: (323) 887-1958

WAREHOUSE AND OPERATIONS
372 OLD US HIGHWAY 52 SOUTH

MT. AIRY, NC 27030
(800) 221-9705

Phone: (336) 786-6432 • Fax: (336) 786-4992

E-mail : astrotools@astrotools.com
WEBSITE : www.astrotools.com


