
401 S.PARK AVENUE, SUITE B
MONTEBELLO, CA 90640

(800) 221-9705
Phone: (323) 510-2950 • Fax: (323) 887-1958

FEATURES:
2181
• Set Includes:
  SA-5: Cylindrical shape 1/2" X 1"
  SA-3: Cylindrical shape 3/8" X 3/4"
  SC-3: Cylindrical radius end 3/8" X 3/4"
  SC-1: Cylindrical radius end 1/4" X 5/8"
  SD-1: Ball shape 1/4"
  SD-3: Ball shape 3/8"
  SF-3: Tree shaped radius end 3/8" X 3/4"
  SF-5: Tree shaped radius end 1/2" X 1"
• Should not exceed maximum 30,000rpm
• All above burrs are 1/4" shank, USA standard
• Blow molded case for easy storage and transport
1206A
• Rear exhaust air flow system directs air away from work surface
• Compact and lightweight
• Built-in regulator
• Safety lever

Model # 2181A

8pc. Double Cut Carbide Rotary Burr Set & 1/4" Shank &
Composite Body 1/4" Medium Die Grinder 

- 22,000rpm - Rear Exhaust 
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SALES AND MARKETING WAREHOUSE AND OPERATIONS
372 OLD US HIGHWAY 52 SOUTH

MT. AIRY, NC 27030
(800) 221-9705

Phone: (336) 786-6432 • Fax: (336) 786-4992

E-mail : astrotools@astrotools.com
WEBSITE : www.astrotools.com

1206A SPECIFICATIONS:
Collet Size:                        1/4"
Free Speed:                       22,000rpm
Overall Length:                 6-3/4" (171mm)
Net Weight:                       1-1/8lbs. (.51kg)
Motor:                                1/3hp
Air Inlet Thread NPT:       1/4"
Air Hose I.D. Size:            3/8" (10mm)
Avg. Air Consumption:    3cfm
Air Pressure:                    90-120psi

2181 1206A


