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Call 1.800.221.9705 for questions concerning performance of the product
or other inquiries.

Page 2

78514372 Old US Highway 52 South 
Mount Airy, NC 27030

DAMPER PULLER SET
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Important

When unpacking, check the parts diagram and part number 
listing on page  2  to make sure all parts are included. If any 
parts are missing or damaged, please call your distributor. 

Unpacking

www.astrotools.com

Product Information

•Astro Pneumatic Tool Co. warrants our products to the original user against 
defective material or workmanship for a period of 1 year from the date of 1st use.  
Astro reserves the right to determine whether the product failed because of defective 
material, workmanship or other causes and to charge back for missing parts.  Astro 
Pneumatic Tool Co., at its discretion, will repair products covered under this warranty 
free of charge.  The original user is to return the product (with the exceptions listed 
below) with the distributor’s name, address, adequate proof of date of purchase or a 
copy of warranty card, and a short note explaining the problem.  Failures caused 
by accident, alteration, or misuse are not covered by this warranty.

•If one part of this product fails, please do not return the entire product.  
Astro will replace free of charge component parts of this product that fail 
within 1 year of first use by the original user.  Items included in this category 
include but are not limited to kits, hand tool kits and any other product where 
there are multiple items or components that make up the unit. Please contact 
the phone number below in order to obtain the replacement components 
covered under warranty.

•Astro Pneumatic Tool Co. or its authorized service representatives must perform all 
warranty repairs.  Any repair to the product by unauthorized service representatives 
voids this warranty.  The rights under this warranty are limited to the original user 
and may not be transferred to subsequent owners.

•This warranty is in lieu of all other warranties, expressed or implied, including 
warranties of merchantability and fitness for a particular purpose.  Some states do 
not allow the exclusion of limitations of incidental or consequential damages so the 
above limitations may not apply to you. All claims must be sent to: 

Astro Pneumatic Tool Company
372 Old US Highway 52 South
Mt. Airy, NC 27030

1 YEAR LIMITED WARRANTY

PLEASE CALL 1-800-221-9705 
FOR  REPAIR AND RETURN INSTRUCTIONS

DAMPER PULLER SET

DAMPER PULLER SET

Product: 78514 Manual
Dimension: 8.5”x 11”/page
Date: 2007/01/22
Color: Black

• Astro’s damper puller set aids in the removal of the harmonic damper pulleys found 
  on many Chrysler, Hyundai, Mazda & Mitsubishi engines
• Because the Pulley is hard to access and remove due to space limitations in and 
  around the engine compartment,  in most cases this compact tool eliminates the need of
  a technician to go through the time consuming process of first removing the radiator
  before being able to remove the pulley 
• Low profile puller can be used on the following automobiles, vans 
  & pickups as well as others:
  - Chrysler 1990 & later vans with 3.3L V-6
  - Chrysler 1993-1997 automobiles with 3.3L & 3.5L V-6
  - Chrysler 1994 & later vans with 3.8L V-6
  - Chrysler 1994 & later pickups with 8.0L V-10
  - Chrysler 1995 & later automobiles with 2.0L 4 CYL, 2.4L 4 CYL & 2.5L V-6
  - Chrysler 1998 & later automobiles with 2.7L DOHC V-6, 3.2L SOHC V-6 & 3.5 SOHC V-6
  - Chrysler 1998 and later 4.7L V-8
  - Ford 1995 and later V8 engines with 3 spoke pressed on damper
  - Mitsubishi Eclipse 1995-1999 2.0L DOHC Non-Turbo
  - GM 1997 & later Genlll 5.7L V-8, including Camaro, Corvette, Firebird & Trans-Am
  - GM 2000 and later Genlll trucks & SUV’s with 4.8L V8, 5.3L V8, 6.0L V8,and 8.1L V8
  - GM Traiblazer, Envoy, Bravada 2003 & later 
    and Rainier 2004 & later 4.2L Straight 6 cylinder
  - GM Colorado and Canyon 2004 & later, Hummer H3 2006 
    & later 3.5L Straight 5 cylinder
  - GM Colorado and Canyon 2005 & later 2.8L Straight 4 cylinder
  - GM Cadillac 1988-1992 4.5L V8, 1991-1995 4.9L V8, 1993 
    and later 4.6L V8, and Escalade 6.0L V8
  - GM Oldsmobile Aurora 1995 and later 4.0L V8
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3 Way Cross-arm
Hook
Screw
Lock Pin
5-7/16" Puller Pin
4" Puller Pin
7-7/16" Puller Pin
6-1/2" Puller Pin
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