10 FOOT CLAMPING GROUND CABLE,
LONGER LASTING HEAVY DUTY
SOLDERED CONNECTIONS

SMALL TESTING
Model # 7767 CURRENT < 10MA

DIGITAL LCD
WIDE RANGE
POSITIVE AND
GROUND CIRCUIT
TESTER

S~ STAINLESS PROBE

EXTRA WIDE 4-60V RANGE,
0.1V RESOLUTION

SALES AND MARKETING
1230 Santa Anita Avenue, Suite E Specification
Phone: (800) 221-9705 -Voltage measurement from 4-60 VDC
) Sreo o - Applications: 6, 12, 24 & 48V DC systems
Phone: (626) 228-3170 -Testing Current: <10mA - Display: LCD
Fax: (626) 228-3124 - Resolution: 0.1V
- LED Indication: Green (-) / Red (+)
- Cable Length: Spring Cable, maximum 10ft
- Operating Temperature: -10 - 50°C - Operating Humidity: <80%
372 Old US Highway -Accuracy: 4 - 10V +(1%+5digits), 10 — 60V +(1%+3digits)

52 South

" LARGE BACK-LIT DIGITAL DISPLAY
FOR CLEAR ACCURATE READINGS
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WEBSITE : www.astrotools.com




